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Specifiche Tecniche 

Uncooled infrared detector
640×512

Central wavelength 10.55μm 

12μm
23mK

0.63mrad
30Hz

19mm
23°×18°
Manual

-20°C~+120°C
±2% or ±2°C

Center point/Hot and cold spot tracking and temperature display

Celsius, Fahrenheit, Kelvin
0.01~1.00, step size 0.01

-10°C~+50°C, step size 1°C
1~20m, step size 1m

Infrared, visible light, dual-spectrum fusion, PIP
10

Available
Image Alarm

Manual/Auto temperature range
Available

5 megapixels
XX-IR.jpg (Infrared image with temperature data) and XX-DC.jpg (visible-light image); videos without data.

Available

3.5-inch touch screen (480×640)
Auto/manual naming, naming by scanning QR code

Standard 32GB Micro SD card
Rechargeable and detachable lithium-ion battery

USB TypeC
USB, SD card, Wi-Fi (AP mode or networking mode)

About 3h
About 3h

Automatic shutdown: 5 minutes, 10 minutes, 20 minutes, never

PC & App
Available

-10°C~+50°C
-20°C~+60°C

10%~95%, non-condensing
2m

IP54(IEC 60529)
Shock: 25g (IEC 60068-2-27); vibration: 2.5g (IEC60068-2-6)

258.4 ×105.1 ×102.3(mm)
About 670g

CE/ROHS, etc.
5V 3A power adaptor, USB cable, SD card, battery ×2, Quick Start Guide, battery charger, calibration certificate, package list

Detector Type
Infrared Resolution
Spectral Band

Pixel Size
NETD
IFOV
Frame Rate
Focal Length
FOV
Focus Mode
Measurement Range
Measurement Accuracy

Measurement Mode
Customized measurement
on points, lines, and areas
Measurement Unit
Emissivity
Ambient Temperature
Distance Settings
Image Mode
Palettes
Temperature Alarm
Alarm Type
Temperature Width Stretch
Laser Pointer
Visible Light Camera
Video/Photo Storage
Voice Note

Language

Display Size
Image Naming
Memory Card
Battery Type
Power Interface
Connecting Method
Charging Time
Battery Life
Power Management

Analysis Software
Tripod Support
Operating Temperature
Storage Temperature
Relative Humidity
Drop Protection
IP Grade
Shock and Vibration
Dimensions
Weight
Authentication
Packing List

Gases Detectable

Thermal Imaging Parameters

Overall Device

Rilevatore con Filtro Personalizzato per Immagini più Nitide
Dotato di un rilevatore personalizzato con filtro passa-banda 640×512 per eliminare le interferenze della luce 
parassita; capace di distinguere una differenza di temperatura di 0,023°C, rilevando microperdite di gas. Risoluzione 
spaziale fino a 0,63 mrad, che consente distanze di lavoro maggiori o dettagli più precisi del gas.

Versatile, il Miglior Alleato per le Ispezioni di Routine
Osservazione simultanea di immagini termiche e luce visibile per localizzare facilmente le perdite di gas.
Alta precisione nella misurazione della temperatura, ideale per soddisfare le doppie esigenze di rilevamento delle 
perdite di gas e misurazione della temperatura.
Schermo touch da 3,5 pollici con funzioni di analisi complete, per facilitare le attività di ispezione di routine.

IC T4 Antideflagrante, Sicuro e Affidabile
Certificato antideflagrante Ex ic IIC T4, adatto per applicazioni di sicurezza in ambienti a rischio di esplosione, 
come le ispezioni di routine nel settore del petrolio e del gas naturale.

Caratteristiche Principali

Applicazioni

Petrolifero Risposta alle Emergenze e 
Protezione Ambientale

Energia Elettrica Perforazione 

Utilizzando un rilevatore VOx non raffreddato con alta risoluzione 

spaziale e alta sensibilità, supportato dalla tecnologia di imaging 

termico a infrarossi, RG600F consente di individuare visivamente e 

senza contatto perdite di decine di gas come ammoniaca (NH3) e 

esafluoruro di zolfo (SF6), oltre a soddisfare le esigenze quotidiane 

di misurazione della temperatura.

Questa serie è ideale per la sicurezza del gas, la gestione delle 

emissioni e la manutenzione delle apparecchiature in settori come 

petrolio e gas, petrolchimico, protezione ambientale, risposta alle 

emergenze e servizi elettrici.

Sulfur hexafluoride, ammonia, ethylene, vinyl ether, vinyl chloride, trichloroethylene, methyl vinyl ketone, 
propylene,acrolein, acrylonitrile, ethyl cyanoacrylate, allyl fluoride, allyl chloride, allyl bromide, furan, etc.

Movable points/lines/areas; up to 10 points, 10 areas, and 10 lines

English, Japanese, Poland, Russian, Korean, Hungarian, Bap, German, French, Spain, Italy, Turkey, 
and Traditional Chinese

Others
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