
14

RM200A
Termocamere IR Manuale

Specifiche Tecniche 

Detector Type
Infrared Resolution
Spectral Band
NETD
Frame Rate
Lens Focal Length
FOV
IFOV
Focus Mode
Minimum Imaging Distance
Measurement Range
Measurement Accuracy

12μm uncooled infrared detector
256×192
7.5~14μm

＜40mK (25°C,F1.0)
25Hz

3.2mm
56°×42°
3.75mrad

Fixed focus
0.3m

-20~+150°C, 100~550°C
±2°C or ±2% of readings, whichever is greater.

Display
Visible Light Camera
Digital Zoom
Palettes
Image Mode
Temperature Width Stretch

3.5-inch touch screen, 640×480 resolution
2 megapixels
1×, 2×, 4×

7
Infrared, visible light, PIP, dual-spectrum fusion

Automatic/Manual

Analysis Functions
on the Device

Custom points/lines/areas; up to 10 points, 10 areas, and 10 lines;Center point/Hot and cold spot
tracking and temperature display

Standard 32GB MicroSD, up to 128G
Support
Support

Auto/manual naming, naming by scanning QR code

Wi-Fi, USB
Support

Support UVC video transmission

Battery
Charging Mode
Battery Life
Interface
Tripod Socket
Operating Temperature
Operating Humidity
Storage Temperature
Ingress Protection Rating
Shock and Vibration
Weight and Dimensions
Authentication

Rechargeable and detachable lithium-ion battery
USB Type-C or desktop charger

About 8h (about 4h for a single battery)
USB Type-C, SD card

UNC 1/4-20 interface for tripod
-10°C~+50°C

10%~95% (non-condensing)
-20°C~+60°C

IP54
Shock: 25g (IEC 60068-2-27); vibration: 2.5g (IEC60068-2-6)

About 635g, 258.4×105.1×102.3mm
CE/RoHS/CMA, etc.

Storage Medium
Text Notes
Voice Annotation
Image Naming

Communication Protocol
Laser Pointer
Video Transmission

Image Display

Thermal Imaging

Measurement and Analysis

Supporting Software

Thermal camera ×1, 5V 2A power adaptor, USB cable, SD card, battery ×2, Quick Start Guide, battery charger, 
calibration certificate,package list, portable cloth bag

PC (Infrared Analysis Software)

Packing List

System Functions

Others

Image Storage

Sensore potente, immagini di qualità  
Dotato di un rilevatore a infrarossi non raffreddato 256×192, sviluppato internamente.
Sensibilità termica di 40mK, in grado di distinguere la minima differenza di temperatura di 0,04°C, 
rilevando piccole zone calde e fredde.
Ampio intervallo di misurazione da -20°C a +550°C per monitorare un maggior numero di target 
termici. 

Software completamente funzionale.
Regolazione manuale dell'intervallo di temperatura per soddisfare le esigenze di molteplici scenari e 

utilizzi.

Supporta più modalità di immagine e più palette per soddisfare le necessità di misurazione della 

temperatura in base a requisiti diversi.

Il software per PC supporta l'analisi delle immagini in tempo reale.
Configurazione Avanzata 

 Dotato di touchscreen da 3,5 pollici, con supporto per tracciamento del punto centrale, dei punti caldi 

e freddi, e visualizzazione della temperatura.

Grado di protezione IP54 e resistenza alle cadute fino a 2 metri.

Configurazione standard con 2 batterie a rilascio rapido, per un'autonomia fino a 8 ore.

PManutenzione Elettrica Mantento apparecchiature Sviluppo circuiti Dispersione HVAC 

Applicazioni

Il RM200A è dotato di un rilevatore a infrarossi per immagini 

termiche 256×192 con sensibilità termica elevata da 12μm, 

sviluppato internamente. Basato su algoritmi intelligenti e precisi 

per la misurazione della temperatura e algoritmi per immagini ad 

alta definizione, si propone come uno strumento professionale per 

immagini termiche a infrarossi con immagini HD, display a grande 

schermo e misurazione della temperatura accurata, ideale per 

applicazioni come la manutenzione elettrica e la progettazione di 

circuiti.
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