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RT400/630 Series 
Termocamera Avanzata

Dotato di un rilevatore a infrarossi non raffreddato da 12μm, con risoluzione 640×512/480×360, che supporta 
la super risoluzione.
NETD fino a 35mK e accuratezza di misurazione di ±2°C o ±2% della lettura (a seconda di quale valore sia 
maggiore).

Immagini diAalta Qualità E Misure Accurate di Temperatura 

Obiettivo standard da 25°, con lenti opzionali grandangolare, a lunga focale, a focale ultra lunga e macro, 
flessibile per diversi scenari.

Varie Lenti e Messa a Fuoco Rapida 

Sistema operativo Android, più comodo da usare.
Supporta la stabilizzazione intelligente dell’immagine, rendendo le immagini di misurazione della 
temperatura più stabili. Supporta la misurazione della distanza con laser e la misurazione dell’area.

Aggiornamento Funzionale per Migliorare l’Efficienza

Supporta fino a 20 punti/linee/aree per analizzare più dettagli della temperatura sullo schermo.
Supporta isoterme personalizzate per evidenziare segmenti o aree di temperatura che richiedono maggiore 
attenzione. Supporta ispezioni di routine intelligenti, consentendo l’importazione e la modifica di pacchetti di 
attività generali, ecc.

Analisi Intelligente, Misurazione Efficiente della Temperatura

Caratteristiche Principali

Applicazioni

Ispezioni Preventive Operazioni Chimiche 
e Manutenzione

Ricerca e Sviluppo Elettronico Monitoraggio di Materiali 
ad Alta Temperatura

Dotato di un rilevatore di nuova generazione con risoluzione 

480×360/640×512 e NETD fino a 35mK, la nuova serie RT400/630 

è in grado di catturare i punti caldi più sottili e di visualizzare 

immagini termiche più nitide e pulite. Il dispositivo offre 

funzionalità avanzate come il sistema operativo Android, l'analisi 

delle tendenze e la misurazione delle aree. È uno strumento 

potente e innovativo per un'analisi completa a livello esperto di 

tutta la scena.

Intelligent Image Stabilization
Intelligent Panoramic Stitching
Intelligent Routine Inspection

Dual-Spectrum Video Recording
Communication Protocol
Voice Control
Flashlight

Specifiche Tecniche

Image Storage

Video Functions

System Functions

Others

Thermal Imaging
12μm uncooled infrared detector

7.5-14μm
＜35mK (25°C,F1.0)

25Hz

480×360
960×720

640×512
1280×1024

Standard lens: 17.7mm; super telephoto lens: 60.9mm; telephoto lens: 31.5mm; wide-angle lens: 9.5mm; 
macro lens (0.2×): 13mm; super macro lens (0.4×): 14.8mm.

Detector Type
Infrared Resolution
Super Resolution
Spectral Band
NETD
Frame Rate

FOV

Image Display
5-inch OLED touch screen, resolution 1280×720 

 13 megapixels 
 1× ~ 10× 
 19 options 

Infrared, visible light, PIP, dual-spectrum fusion 
Support

Display
Visible Light Camera
Digital Zoom
Palettes
Image Mode
Temperature Width Stretch

Analysis Functions on the Device
Measurement and Analysis

Packing List

 Standard 64GB Micro SD, Support SD, SDHC, SDXC,up to 2TB
Support
Support

Support
Support
Support
Support
Support

Supports temperature trend recording and analysis.
Support

PDF format. Support editing and template importing on the PC client.
PC (Infrared Analysis Software) & Mobile Device (iOS/Android APP)

Support
Support panoramic stitching on the PC client, and one-click synthesis.

Supported. General task package import and editing, standard and automatic naming of images

Simultaneous infrared video and visible light video recording, in MP7 format
Wi-Fi, Bluetooth, USB,DP, Type-C to HDMI

Voice assistant, quick command recognition
Support

Support compressed full radiation video recording (.irv), up to 25Hz video recording.
Standard MP4 video recording

Analysis at about 25Hz on PC

Support

RTSP H.264
1920x1080

Focal Length

IFOV

Focus Mode

Standard lens: 25°×20°; super telephoto lens: 7°×5.6°; telephoto lens: 14°×11.2°; wide-angle lens: 45°×36°.
Standard lens: 0.92mrad; super telephoto lens: 

0.27mrad; telephoto lens: 0.52mrad; wide-angle lens: 
1.71mrad; Macro lens: One pixel corresponds to 60μm; 

super macro lens: One pixel corresponds to 30μm.

Support up to 15 movable points, lines, frames, circles 
and polygons,and up to 5 preset modes

Support up to 20 movable points, lines, frames, circles 
and polygons,and up to 5 preset modes

Thermal camera×1, standard lens, lithium-ion battery×2, charging stand, charger (with plug for use in 
multiple countries), charging cable, Bluetooth headset, SD card 64G, Type-C cable, lens hood, mold drawing, 
data download card, calibration certificate, certificate of qualification, hand strap (with buckle), safety box, 

lens cap (with screws).

Minimum Imaging Distance

Routine Inspection Record 
Self-inspection

Radiate Infrared Video Recording
Non-radiate Infrared or Visible 
Light Video Recording
Radiate Infrared Video Stream 
Transmission
Non-radiate Infrared Video 
Stream Transmission
Video Resolution

RT400 RT630

Standard lens: 0.68mrad; super telephoto lens: 
0.2mrad; telephoto lens: 0.38mrad; wide-angle lens: 

1.26mrad; Macro lens: One pixel corresponds to 60μm; 
super macro lens: One pixel corresponds to 30μm.

Standard lens: 0.6m; super telephoto lens: 4m; telephoto lens: 3m; wide-angle lens: 1m; macro lens: 
39mm; super macro lens: 19mm

-20°C~+150°C, 100°C~650°C; optional: 400°C~1500°C
±2°C or ±2% of readings, whichever is greater.

Manual focus, one-button center focus, automatic center focus, single-touch automatic focus, laser-assisted 
focus, electric micro focus

Measurement Range
Measurement Accuracy

Laser Rangefinding
Area Measurement
Hygrothermograph
Positioning
Temperature Difference Analysis
Trend Analysis
Image Freezing
Analysis Report
Supporting Software

Storage Medium
Text Notes
Voice Notes

Microphone/Speaker
Battery
Charging Mode
Battery Life
External Interface
Tripod Socket
Operating Temperature
Operating Humidity
Storage Temperature
IP Grade
Shock and Vibration
Weight and Dimensions
Authentication

Support
10,000mAh lithium-ion battery, field-replaceable, support fast charging

USB Type-C or desktop charger
Continuous operating time ≥ 6 hours (depending on the actual environment and service conditions)

USB3.0 Type-C, SD card, SIM card, Mini HDMI
UNC 1/4-20 interface for tripod

-20°C~+55°C
10%~95% (non-condensing)

-40°C~+70°C
IP54

Shock: 25g (IEC 60068-2-27); vibration: 2.5g (IEC60068-2-6)
About 1.3kg (with battery), 144×129×307mm (subject to actual situations)

CE/RoHS/CMA, etc.
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