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TN220
Termografia IR Ambientale

Caratteristiche Principali

N220 è stata sviluppata sulla base del modulo a infrarossi WLP 
256×192, offrendo agli utenti immagini di alta qualità. Presenta 
un design compatto con supporto all’alimentazione POE e 
opzioni di montaggio flessibili, inclusa l’installazione magnetica, 
che garantisce un cablaggio semplice e comodo. Questo 
dispositivo offre una soluzione di monitoraggio visivo della 
temperatura per spazi confinati e applicazioni a distanza 
ravvicinata in settori come l’elettricità, le energie rinnovabili e la 
produzione industriale.

Immagini chiare e misure precise
Risoluzione a infrarossi 256×192, che offre un’eccellente qualità di imaging per gli utenti.
Supporta la commutazione tra 20 effetti di palette, adatti a diversi scenari.
Frequenza di aggiornamento regolabile da 1 a 25 Hz, con immagini termiche sincronizzate e in tempo reale.
Disponibili specifiche con campo visivo (FOV) di 90° e 56°.

Algoritmi Intelligenti e Software Professionale
Supporta algoritmi di riconoscimento per il monitoraggio di fumo, incendio e intrusioni regionali, offrendo doppia garanzia 
di sicurezza.
Supporta la cattura di immagini termiche e la registrazione di dati storici, rendendo l’analisi dei dati più efficiente e comoda.
Supporta protocolli come MQTT, Modbus TCP/RTU, ONVIF e GB28181 per facilitare l’integrazione di soluzioni di sistema.
Fornisce SDK e supporto allo sviluppo per assistere gli utenti nella sviluppo secondario.

Alta Classe IP e Durevole
Elevata classe di protezione IP67 per il monitoraggio della temperatura in ambienti difficili.
Intervallo di temperatura operativa da -20°C a +60°C, che migliora l’adattabilità alle temperature in spazi confinati.
Scocca in PC e lega di alluminio, solida e durevole.

Montaggio semplice tramite diverse opzioni come montaggio magnetico, a parete, verticale e su treppiede.
Design compatto in stile aviation, alimentazione POE, che permette agli utenti di misurare la temperatura a basso 
costo.
Dotato di interfaccia RS485 e interfaccia di allarme IO per il collegamento con sistemi di allarme.

Montaggio Semplice e Riduzione dei Costi

Specifiche Tecniche

Applicazioni

Locale Motori Stoccaggio Batterie IIndustria Manufacturiera Centro Dati

VOx Uncooled FPA DetectorDetector Type
Thermal Imaging Parameters

1600×1200Visible Light Resolution
Dual-Spectral Parameters

IPv4, DHCP, HTTP, HTTPS, RTSP, SMTP, FTP, UPnPNetwork Protocol
Network Function

JPEGImage Encoding Format
Video Parameters

-20°C~+150°C, 0°C~550°CTemperature Measurement Range 
Temperature Measurement

Support intelligent event analysis such as smoke and fire detection, regional intrusion, tripwire intrusion, passenger and vehicle recognition and target filterIntelligent Detection
Intelligent Analysis

DC 10~30V 1A/ POE(802.3af)Power Supply
Communication Interface

32GB Internal MemoryStorage Interface

SupportReset Button
Others

3.2mm 2mm

56°× 42° 90°×65.1°

7.5～14μm 
≤40mK(@25°C, F#1.0,25Hz)

256×192
1-25Hz, adjustable

12μm

Athermalized Prime Lenses

20 palettes available in total, such as black-hot/white-hot/rainbow

Support
Support

ONVIF, GB28181, Modbus TCP/RTU, MQTT, SDK
Support browsers like Google, Firefox, Edge, etc. in Chinese and English

MP4
H.264/H.265

±2°C or ±2％
Global, point (12), line (12), area (12) and mask region (12) temperature measurement rules as well as alarm linkage

Support isotherm setting
Support temperature width stretch display

Support thermal image capture and secondary analysis

Support detection of exceptions such as burn warnings, SD card exception, network cable abnormality and illegal access

1-channel RJ45, 100M adaptive Ethernet port, support POE power supply
1-channel IO alarm input, 1-channel IO alarm output 

1-channel RS485 interface

-20°C~+60°C, <95%RH
IP67

≤2.6W
93mm×56mm×31.5mm

152g

Operating Temperature and Humidity
Ingress Protection Rating
Power Consumption
Dimensions
Weight

Network Interface
Alarm Interface
Communication Interface

Abnormal Alarm

Measurement Accuracy
Temperature Measurement & Analysis
Isotherm
Temperature Width Stretch
Thermal Image Capture

Video Encoding Format
Video Compression Standard

Interface Protocol
Browser

Light Filling
Dual-Spectrum Fusion

Spectral Band
NETD
Resolution
Frame Rate
Pixel Pitch
Focal Length
Focus Mode
FOV
Palette 
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