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TN46
Termocamera IR con montaggio Fisso

Caratteristiche Principali

25Hz

640×512 
Risoluzione IR

Immagini chiare

Frequenza dei 
Fotogrammi:  25Hz

Trasmissione sincrona 
dei dati di temperatura 

e delle immagini

-20°C to +650°C
Ampi range di misure 

Adatta per molte 
Applicazionoi

Dimensioni ridotte e 
Lenti Opzionali

Interfaccia con diversi 
protocolli

 Facile da Integrare

Parametri delle Lenti

Modelli 

FLunghezza Focale 4.1mm 9.1mm 13mm 25mm

100°×81° 48.6°×38.6° 32.9°×26.6° 17°×14°

2.93mrad 1.32mrad 0.92mrad 0.48mrad

TN460

Campo di Visivo

ICampo di Visione Istantaneo

TN460 è una telecamera termica ad alte prestazioni e alta 

precisione, dotata di un sensore FPA a infrarossi non raffreddato. 

È in grado di fornire immagini a infrarossi nitide e misurazioni di 

temperatura accurate. TN460 supporta molteplici protocolli di 

comunicazione, tra cui Modbus TCP, Onvif e GB28181. Grazie alle 

dimensioni compatte e al basso consumo energetico, è facilmente 

integrabile in sistemi di visione artificiale, energia elettrica, nuove 

energie, automazione industriale e altri scenari applicativi.

Specifiche Tecniche 

Detector Uncooled VOx detector

Measurement Range -20℃~+150℃, 0℃~650℃

Thermal Imaging Parameters

Temperature Measurement

±2℃ or ±2% of readings

Reflected temperature, ambient temperature, atmospheric transmissivity, object emissivity, distance

640×512

12μm

7.5μm~14μm

≤40mK

Infrared Resolution

Pixel Pitch

Spectral Band

NETD

Measurement Accuracy

Temperature Measurement 
Correction

Frame Rate 25Hz

Communication Interface RJ45, supporting Gigabit network; 1-channel RS485, supporting Pelco-D protocol expansion (optional)

Operating Temperature -40°C~+70℃

System Interface

Device Specifications

Image and Video

9V-15V DC, optional POE power supply

≤2.4W

45mm×44mm×60mm (without lens)

About 110g (without lens)

1-channel audio input, 1-channel audio output

1-channel analog video

1-channel alarm input, 1-channel alarm output

Support TF card

IPv4, HTTP, HTTPS, SMTP, FTP, UPnP, DNS, DDNS, NTP, RTCP, RTSP, RTP, TCP, UDP, IGMP, ICMP, DHCP

Modbus TCP, ONVIF, GB28181, MQTT

Settings of measurement rules for a total of 12 points, 12 lines, and 12 areas,support isotherm setting

Support temperature width stretch

20 color palettes including black-hot, white-hot, iron red, rainbow, etc.

H.264, H.265

Support thermal image capture and secondary analysis

Horizontal/Vertical/Diagonal

1.0~8.0 continuous zoom (step size: 0.1)

Audio Interface

Video Interface

Alarm Interface

Storage Interface

Network Protocol

Interface Protocol

Power Supply Mode

Typical Power Consumption

Dimensions

Weight

Palettes

Video Standards

Thermal Image Capture

Mirroring

Digital Zoom

Measurement Tool

Temperature Width Stretch

Macchine di visione IAutomazione Industriale Manutenzione Elettrica Trasporto Ferroviario
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